TELETYPE CORPORATION SPECIFICATION 508388 
Skokie, Illinois, U.S.A. Issue 1, March 1976 


INSTRUCTIONS FOR INSTALLING 407060 (80-COLUMN) AND.-407061 (132-COLUMN) 
PAPER GUIDES TO 40CAB351, 40CAB352 (80-COLUMN) , AND 40CAB353 (132-COLUMN) 
TRACTOR FEED PRINTER CABINETS 


INSTRUCTIONS TO EQUIP 40CAB351 AND 40CAB352. (80-COLUMN) TRACTOR FEED 
PRINTER CABINETS WITH 407200 MODIFICATION KIT TO FACILITATE HANDLING 
SINGLE-PLY FANFOLD PAPER 


1. GENERAL 


1.01 The 407060 (80-column) and 407061 (132-column) paper guides are used to 
prevent single-ply fanfold paper from clinging to cover and piling on top 
when environmental conditions cause static build-up in the paper. 


1.02 The 407060 (80-column) and 407061 (132-column) paper guides are basically an 
extension of the cover, and guide the paper clear of the unit where it can 
be dropped to the floor, provided that there is adequate space behind the unit. 


1.03 When multiple copy fanfold paper form is used, refer to 2.04 for installation 
information. 


1.04 The 407200 modification kit is used to equip early production 80-column 
tractor feed printer cabinets, 40CAB351 and 40CAB352 series, to facilitate 


handling single-ply fan. 


1.05 The 407200 modification kit consists of the following parts: 


Qty. Part No. Description 
1 407060 Guide, paper 
1 407062 Clip, window 
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2. INSTALLATION 


2.01 Installation of 407060 (80-column) and 407061 (132-column) paper guides are 
identical. 


CABINET SLOT 
(One on each side) 


71) Install paper guide to the cabinet 
by slightly springing the front end 
of the paper guide together and in- 
serting the ends. 


2.02 Installation of 407200 modification kit requires the following steps: 
Step 1. Install 407060 paper guide per instructions in 2.01. 
Step 2. Install 407062 window clip as shown below. 


Nete: The 407062 window clip can only be used on the late design 403820 window. 


LATE DESIGN 
WINDOW 
WINDOW 
EARLY DESIGN 
WINDOW 

APPROX ees 407062 window clip over 

CENTER ~ 03820 window with ends of clip 
facing downward, and clip approx- 
imately in the center of window. 

(Top View) 


4OCAB351/AA, AB, AC, and ZZ 
40CAB352/RA and RC 
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2.03 The two 407062 window clips on the window of the 132-column tractor cabinet 
should be checked for location. 


WINDOW 


CLIPS. WINDOW 


(Top View) 


2.04 When utilizing multiple copy fanfold paper, 407060 (80-column) paper guide 
and 407061 (132-column) paper guide can be used to route the forms clear of 
unit to accumulate on the floor or the floor mounted 405544 paper rack. 


Note: Existing (early design) 405542 (132-column) or 405543 (80-column) paper 
guides can still be used for multiple copy fanfold paper. 


TRACTOR CABINET 


405541 (Canceled) 


405542 (For 132-column) 
405543 (For 80-column) 


EARLY DESIGN 
CANCELED 


407033 (Canceled) 


405544 PAPER RACK 


Intended for accumulation of 
multiple copy fanfold paper only. 


@ Parts that make up 407040 
modification kit 
CANCELED 
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